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0, 500, 1000, 2000, 3000, 500pasLow Pressure & Standard

0, 200, 500, 1000, 2000 pas

About 200gWEIGHT

Analog plugACCESSORY

DC 9V BatteryPOWER SUPPLY

4~20mA or 0~5 VDCOUTPUT TYPE

Standard

SENSOR RANGE

(Absolute pressure available)

PT ½” (It is available PT ¼” to PF 3/8” with Adaptor)CONNECTING BOLT

SUS 304 or equivalent and SUS 316L (Option)SENSOR MATERIAL

Air, Water, Oil, Unsulfirzed gas and Others.APPLICATION FLUID

0.02% R.O 0/℃ (Standard)TEMP . DRIFT

O ℃ TO 55 ℃ Temp 0~90% R.H (Dew-drop impossible)WORKING TEMP

200% R.CWORKING LOAD

0.2% R.O ±1 Digit to several kinds.ACCURACY

A Type (Basic) D Type (Option)TYPE

9999 4 ½” LED (Liquid electronics detector)DISPLAY

▣ TD-2500 LED Digital pressure gauge equipment with 

high performance amplifier and semi-conductor or

ceramic gage sensor.

The wide range covers from vacuum to high pressure

This type is very economically designed and can be

Used for all of the applications and also.  It is matching

Sensor technology and low cost.

▣ Many type of analog outputs.

▣ 2-Wires battery

▣ Wide temp ranges and high-quality

▣ Wide pressure range

▣ It is great tent for ripple and vibrations.

▣ Options : Basic is A type and D type is option.

▣ Pick hold function (High speed).

▣ High accuracy and stability zero point

▣ Small size, light weight and low cost.

▣ Built in battery, and LCD available.
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LCDLCDLCDLCDLCDLCDLCDLCD

ZeroZeroZeroZeroZeroZeroZeroZero

ON/OFFON/OFFON/OFFON/OFFON/OFFON/OFFON/OFFON/OFF

HoldingHoldingHoldingHoldingHoldingHoldingHoldingHolding

InputInputInputInputInputInputInputInput

BatteryBatteryBatteryBatteryBatteryBatteryBatteryBattery

StickerStickerStickerStickerStickerStickerStickerSticker

CASECASECASECASECASECASECASECASE


